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FEATURES 

Adjustable stainless steel/ UHMW 
vial guide rails 

Adjustable height legs 

Direct coupled 56C face drive with no chain or V Belt 

Overhead fluorescent lights in each individual booth 
with courtesy side shields 

Magnifying lens in each booth 

Adjustable top light shield for each operators height, to 
mask top light  

Quick changeover from vials to ampoules, or syringes 
by use of adjustable guide rails with hand knob controls 

    As ampoules, vials, or syringes feed down the FP Inspection Booth Conveyor,  
operators in individual booths on each side of the conveyor will pick up the ampoules, vials or 
syringes and examine them against non-glare black/white backgrounds. After each inspection, 
the accepted vials will be placed onto the center lane of the inspection belt  to be fed onto the 
outfeed accumulator.  Reject vials will be placed in reject bins. 

Adjustable non-glare black/white 
background 

Heavy duty 2 square stainless steel 
tubing frames 

DC Variable speed drive 

INSPECTION BOOTH CONVEYORSINSPECTION BOOTH CONVEYORSINSPECTION BOOTH CONVEYORS   

http://www.fpdevelopments.com


OPTIONS 

Integrated Infeed Turntables 

Integrated Accumulation Turntables 

Back Tyndal Lighting 

4 person inspection system 2 per side  

6 person inspection system 3 per side 

Power: 110 VAC 

Construction: Stainless Steel & acceptable 
polymer materials 

SPECIFICATIONS 

Integration infeed turntable w/ 4 person 
inspection system 

14 person inspection system 


