
FEATURESFEATURES  

Heavy Duty 2 square stainless steel tubing frame 
Plastic feet and leveling pads 
Touch screen will communicate machine status  
to operator 
Stainless steel & lexan door guarding system 

      allows easy access to all machine areas 
Removable magnetic reed switch interlocked 
doors for ease of maintenance 
Integrated turntable feeds vials to carrier drain 
pocket 
Interchangeable vee blocks for vial diameter size 
ranges 
Lyophilized or full corkage stoppers can be 

      utilized with the same feeder bowl 
Capping or trayloading can be integrated after 

      stoppering the vials 

Model 1331Model 1331Model 1331   
Compact Liquid Filling & StopperingCompact Liquid Filling & StopperingCompact Liquid Filling & Stoppering   

    FP Model 1249 Linear 
Peristaltic Pump                    

is used to dispense the  pre-determined 
fluid amount into the vials. A rotating 

ferris wheel mechanism will insert both 
lyophilized and full corkage stoppers. 

Rotating Ferris wheel stoppering the vials 
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OPTIONSOPTIONS  

SPECIFICATIONSSPECIFICATIONS  

Handles vial sizes 2 ml100 ml 
Speeds up to 120 vials per minute 
Motors are PMDC type with solid 
state variable speed controllers 
Allen Bradley control system 
Touch screen communicates  

      machine status 

Integration with tunnel outfeed 
Trayloading 
Through the wall transfer 
Integration with capping machine                                                         

INTEGRATED TURNTABLE 
FEEDS  VIALS 

OPTIONAL TRAYLOADING 


